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MODEL EL-140H (SHOWN WITH 250 GALLON SW TANK)

-CABINET WEIGHT WITH BURNER AND BLOWER: APPR 295 LBS
-TANK WEIGHT EMPTY: APPR 425 LBS (600 LBS FOR 500 Gallon SW)

-FLUE DIAMETER: 8"
-FREE AIR DELIVERY: 1000 CFM

-HEATING AREA: APPR 3500 SQ FT WITH 16' CEILINGS

CABINET HAS FOUR 3/8"16 THREADED PORTS
ON TOP AND BOTTOM FOR MOUNTING TO
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BURNER OPENS ON
HINGE FOR EASY
MAINTENANCE

TANK LENGTH
(TANK IS 5'4" LONG
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12' PUMP WIRING CONDUIT
PROVIDED WITH COMPLETE SYSTEM
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4' POWER SUPPLY CONDUIT HAS
12 GA COPPER WIRE FOR 120V
-CONNECTS TO 25A MAX BREAKER
ON DEDICATED CIRCUIT

INCLUDING 20.20" x 18.40" AIR OUTLET LOUVER PANEL
PUMP BRACKETS) -LOUVERED OPENING IS 15" x 15"
(8' FOR 500 GAL) -MAY BE REMOVED FOR DUCTING
-USE 18"x 18" DUCT
EXHAUST PORT FOR
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