18" MIN CLEARANCE FROM
TEE AND SINGLE WALL FLUE
TO COMBUSTIBLES

8" FLUE TEE WITH
BAROMETRIC
DAMPER INCLUDED

I
|

3' TANK HEIGHT
{44" FOR 500 GAL)

ALLOW 12
FOR HEIGHT
{12.5' FOR 500 GAL)

ALLOW 7' FOR TANK
AND PUMP ACCESS
{8’ FOR 500 GAL)

MODEL EL-350H (SHOWN WITH 250 GALLON SINGLE WALL TANK)

- CABINET WEIGHT WITH BURNER AND BLOWER: ~ 415 LBS
- TANK WEIGHT EMPTY: ~ 425 LBS (600 LBS FOR 500 GALLON SW)
- FLUE DIAMETER: 8 INCH

- FREE AIR DELIVERY:

~2600 CFM

- HEATING AREA: UP TO 9000 SQ FT WITH 16" CEILINGS

12' PUMP WIRING CONDUIT
(PROVIDED WITH
COMPLETE SYSTEM)

6" MIN CLEARANCE FROM

CABINET HAS FOUR 3/8"-16 THREADED PORTS
ON TOP AND BOTTOM FOR MOUNTING TO
TANK STANDS OR WALL MOUNTED SUPPORTS
-MAY ALSO BE SUSPENDED BY THREADED ROD

BURNER END FOR
CLEANING TOOL ACCESS

BURNER OPENS ON
HINGE FOR EASY
MAINTENANQE

e

4' POWER SUPPLY CONDUIT:
120V/60 HZ SINGLE PHASE POWER

25A MAX CIRCUIT BREAKER
ON DEDICATED CIRCUIT

12" MIN CLEARANCE
W FROM BLOWER

6" MIN CLEARANCE FROM
TOP, SIDES, AND BOTTOM
TO COMBUSTIBLES

ITEM # 98030074

EXHAUST PORT FOR
COMBUSTION CHAMBER

20.2" x 18.4" AIR OUTLET LOUVER PANEL
- ONE SIDE ONLY (CONTACT EL IF
TWO SIDED VENTING IS NEEDED)
- 15" x 15" LOUVERED OPENING
- MAY BE REMOVED FOR DUCTING
- USE 18" x 18" DUCT

24" MIN CLEARANCE
FROM LOUVERS

- 0.28" WC MAX EXTERNAL STATIC PRESSURE

8" DIAMETER

REMOVABLE DRIP CAP -
FOR ASH CLEAN OUT:
12" MIN CLEARANCE

85.4"
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